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. Max.  Min. i Top Bottom
Adjustable Spreader/ T ——
Lifting Beam G|  16-1/4-4 ‘ 48 ‘ 12 ‘ 16 7.13 15 15 40
1/2 Tons Capacity
Model 16 Adjustable [EX3| 16-1/2-4 48 12 16 7.13 15 15 40
Spreader/Lifting Beam provides [EE|  16-1/2-6 72 36 24 10 15 15 100
versatility and power. This 16-1/2-8 % 48 32 10 15 15 135

best-selling workhorse gives crane 16-1/2110 | 120 | 60 40 10 15 15 145

. . . 1T C it
operators and riggers options with SUDELEY

. o . (iNsTock| 16-1-6 72 36 24 10 1.5 15 100
adjustable lifting points for dozens
fload _ 16-1-8 % 48 32 11 15 15 140
orload scenarios. 16-1-10 120 60 40 11 15 15 175
Product Features: 2 Tons Capacity
. . . linstoc] 16-2-6 72 36 24 12 3.25 2 130
e Adjustable lifting points
16-2-8 % 48 32 13.50 3.25 2 200
* Handles both wide and 16-2-10 120 60 40 14.50 3.25 2 280
unbalanced loads 4 Tons Capacity
 Low-headroom capability [EE| 1648 % 48 32 16.75 4.75 4.75 290
) 16-4-10 120 60 40 18.75 4.75 4.75 420
e Shackles included
16-4-12 144 72 48 18.75 4.75 4.75 500
e Add chain top rigging for 5 Tons Capacity
additional stability 16-5-8 9% | 48 32 18.75 6.5 475 320
° Opﬁona| swivel hooks available instoc] 16-5-10 120 60 40 20.25 6.5 4.75 465
) : 16-5-12 144 72 48 20.25 6.5 4.75 550
e Complies with ASME standards
7 Tons Capacity
Product Options: @ 16-7-12 ‘ 144 ‘ 72 ‘ 48 ‘ 23.75 ‘ 85 ‘ 6.5 ‘ 790

e OPTION S- Pair of swivel hooks
e OPTION C- Chain top rigging

e OPTION B1- One cross beam*

OPTION B2- Two cross beams*

* Specify spreads

Standard 2-Point Lift Custom 3-Point Lift Custom 4-Point Lift
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