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Posi-Turner®    Standard - Fixed Bail

Standard - Single 
Fixed Bail
Posi-Turner® 
Load Rotator
This is the "base" 
Posi-Turner® model, 
and the best fit for loads 
with a small rotational 
dimension and loads 
that are more uniform 
in nature.

Product Features:

•	 Fixed Posi-Turner® 
will rotate load during lift

•	 Custom sizes are available

•	 Push button pendant control standard

•	 Complies with ASME standards

PRODUCT OPERATION

ORDER TODAY!
NOTE: To request a price quotation on your specific application, please fill in the Posi-Turner® 
Application Evaluation on page 130 or online at: www.caldwellinc.com/applications
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Standard - Fixed Bail    Posi-Turner®

SINGLE-ROLLER SLING SPAN

HR

DOUBLE-ROLLER SLING SPAN

HR

Application evaluation required; consult factory for additional information.

Model
Number

Maximum 
Sling Span 

(in.)

Roller HR 
Headroom 

(in.)
Weight 
(lbs.)Single/Double D (in.)

500 lbs. Capacity

.5FS-72 72 S 2.0 14.5 245

1000 lbs. Capacity

1FS-48 48 S 2.0 14.5 225

1500 lbs. Capacity

1.5FS-72 72 S 4.0 28 365

1.5FS-84 84 S 4.0 28 400

1.5FS-96 96 S 4.0 28 430

1.5FS-108 108 S 4.0 28 455

1.5FS-120 120 S 4.0 28 480

2000 lbs. Capacity

2FS-80 80 S 5.6 32.5 750

2FS-120 120 S 5.6 32.5 1050

2FS-250 250 D 5.6 35 2250

3000 lbs. Capacity

3FS-80 80 S 5.6 32.5 750

3FS-120 120 S 5.6 32.5 1200

3FS-250 250 D 5.6 35 2550

4000 lbs. Capacity

4FS-80 80 S 6.6 36.4 900

4FS-120 120 S 6.6 36.4 1300

4FS-250 250 D 6.6 39 2900

6000 lbs. Capacity

6FS-80 80 S 8.6 36.4 1000

6FS-120 120 S 8.6 36.3 1500

6FS-250 250 D 8.6 39 3200

Model
Number

Maximum 
Sling Span 

(in.)

Roller HR 
Headroom 

(in.)
Weight 
(lbs.)Single/Double D (in.)

10000 lbs. Capacity

10FS-80 80 S 8.6 38.8 2200

10FS-120 120 S 8.6 38.8 2300

10FS-250 250 D 8.6 41 4200

16000 lbs. Capacity

16FS-80 80 S 10.8 45 3000

16FS-120 120 S 10.8 45 3600

16FS-250 250 D 6.6 47 4600

22000 lbs. Capacity

22FS-150 150 D 6.6 45 3300

22FS-270 270 D 6.6 51 4900

33000 lbs. Capacity

33FS-150 150 D 8.6 53 3900

33FS-270 270 D 8.6 54 7900

44000 lbs. Capacity

44FS-150 150 D 10.8 60 5700

44FS-270 270 D 10.8 61 9700

55000 lbs. Capacity

55FS-150 150 D 10.8 63 5700

55FS-270 270 D 10.8 70 13200

66000 lbs. Capacity

66FS-150 150 D 10.8 69 8000

66FS-270 270 D 10.8 75 17800

88000 lbs. Capacity

88FS-150 150 D 10.8 75 10800

88FS-270 270 D 10.8 83 23700

110000 lbs. Capacity

110FS-150 150 D 12.8 75 12900

110FS-270 270 D 12.8 86 27900


