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Posi-Turner®    Standard - Leveler Bail

Standard - 
Leveler Bail
Posi-Turner® Load Rotator
Leveler adjusts the center of gravity under the hook to balance the load 
with the push of a button. Standard bail adjustment is 6" each side of 
center. Optional 12" adjustment each side of center also available.

Product Features:

•	 Leveler Posi-Turner® will rotate load and adjusts to the center of 
gravity during lift

•	 Custom sizes are available

•	 Push-button pendent control standard

•	 Standard bail adjustment 6" each side of center, with optional 12" 
adjustment each side of center available

•	 Complies with ASME standards

How to Level Your Load with the 
Standard Leveler Bail Posi-Turner®

1.	Load slings, leaving slack.

2.	Begin to raise the crane hook until slings start to get taut and you 
can see how uneven the load is, making sure load cannot slide 
out of slings.

3.	Use the push-button control to slide the bail left or right to find the 
center of gravity.

4.	Do not raise the load until you are confident the load is level.

Shown with optional fork pockets.

CUSTOMER 
FAVORITE

PRODUCT OPERATION

Uses just one hook; bail moves to 
find the load's center of gravity.

ORDER TODAY!
NOTE: To request a price quotation on your 
specific application, please fill in the Posi-Turner® 
Application Evaluation on page 130 or online at: 
www.caldwellinc.com/applications
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Standard - Leveler Bail    Posi-Turner®

Application evaluation required; consult factory for additional information.

Model
Number

Maximum 
Sling Span 

(in.)

Roller HR 
Headroom 

(in.)
Weight 
(lbs.)Single/Double D (in.)

500 lbs. Capacity

.5LS-72 72 S 2.0 19.1 295

1000 lbs. Capacity

1LS-48 48 S 2.0 19.1 275

1500 lbs. Capacity

1.5LS-72 72 S 4.0 32.5 420

1.5LS-84 84 S 4.0 32.5 455

1.5LS-96 96 S 4.0 32.5 480

1.5LS-108 108 S 4.0 32.5 510

1.5LS-120 120 S 4.0 32.5 535

2000 lbs. Capacity

2LS-80 80 S 5.6 36.8 800

2LS-120 120 S 5.6 36.8 1200

2LS-250 250 D 5.6 38.8 2400

3000 lbs. Capacity

3LS-80 80 S 5.6 36.8 900

3LS-120 120 S 5.6 36.8 1350

3LS-250 250 D 5.6 38.8 2700

4000 lbs. Capacity

4LS-80 80 S 6.6 43.4 1200

4LS-120 120 S 6.6 43.4 1500

4LS-250 250 D 6.6 46 3100

6000 lbs. Capacity

6LS-80 80 S 8.6 43.4 1300

6LS-120 120 S 8.6 43.4 1700

6LS-250 250 D 8.6 46 3400

Model
Number

Maximum 
Sling Span 

(in.)

Roller HR 
Headroom 

(in.)
Weight 
(lbs.)Single/Double D (in.)

10000 lbs. Capacity

10LS-80 80 S 8.6 46.5 2400

10LS-120 120 S 8.6 46.5 2500

10LS-250 250 D 8.6 49 4600

16000 lbs. Capacity

16LS-80 80 S 10.8 60 3600

16LS-120 120 S 10.8 60 4000

16LS-250 250 D 6.6 62 5000

22000 lbs. Capacity

22LS-150 150 D 6.6 59 4000

22LS-270 270 D 6.6 62 5600

33000 lbs. Capacity

33LS-150 150 D 8.6 64 4900

33LS-270 270 D 8.6 65 8900

44000 lbs. Capacity

44LS-150 150 D 10.8 71 6500

44LS-270 270 D 10.8 72 10500

55000 lbs. Capacity

55LS-150 150 D 10.8 73 7500

55LS-270 270 D 10.8 80 15000

66000 lbs. Capacity

66LS-150 150 D 10.8 78 9800

66LS-270 270 D 10.8 85 19600

88000 lbs. Capacity

88LS-150 150 D 10.8 86 12900

88LS-270 270 D 10.8 94 25800

110000 lbs. Capacity

110LS-150 150 D 12.8 90 15000

110LS-270 270 D 12.8 101 30000

SINGLE-ROLLER SLING SPAN

HR

DOUBLE-ROLLER SLING SPAN

HR


