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Posi-Turner®    Auto-Leveler™

Optional 
Auto-Leveler™ 
Single Bail
Posi-Turner® Load Rotator
The Auto-Leveler option makes things easier and safer for 
the operator by adjusting to a changing location of the center 
of gravity. Takes the guesswork out of the operator's hands.

Product Features:

•	 Can be added to your Posi-Turner® new build or even 
field-mounted to an existing unit

•	 Not an option for every lifting situation

•	 Automatically stops rotation when it senses that the load 
is out of level

•	 Then adjusts the bail to find the center of gravity, within 
2° of level, before starting up again

•	 Reduces sling walk

•	 Eliminates human error which increases safety for both 
the load and operator

PRODUCT OPERATION

Lights. Camera. Action!
To see the Posi-Turner® in action, visit Caldwell's 
YouTube page, where you'll find a few different 
videos, featuring multiple models.

Go to: youtube.com/@CaldwellGroup/videos

ORDER TODAY!
NOTE: To request a price quotation on your specific application, please 
fill in the Posi-Turner® Application Evaluation on page 130 or online at: 
www.caldwellinc.com/applications
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Auto-Leveler™    Posi-Turner®

How Does The 
Auto-Leveler™ 
Bail Works?

Take all of the guesswork out of the equation by letting the 
equipment level the load on its own.

The Auto-Leveler option for Posi-Turner® takes the decision-
making out of the operator's hands, so they can concentrate on 
the rotation only.

Step 1 
Load slings are slack. Leveler bail is centered. Auto-Leveler™ 
switch is engaged.

Step 2 
As the crane hook is raised up, it is clear the load is off-center. 
The Auto-Leveler™ activates, stopping the load as it begins to 
move the bail as needed, which allows the operator to focus 
on running the crane.

Manual/
Automatic 
switch and 
direction 

indicator lights 
on outside of 

Auto-Leveler™ 
control box.

Step 3 
The indicator light notifies the operator the Posi-Turner® 
Auto-Leveler™ has engaged and which direction the bail is 
adjusting to accommodate for the load center of 
gravity location.

Step 4 
The Auto-Leveler™ continues to adjust the lifter bail as 
needed to find the center of gravity. Notice the flag on the 
bail and its position in relation to the Posi-Turner® decal.

Step 5 
Once the Auto-Leveler™ sensor indicates a level lift, the 
Auto-Leveler™ de-activates and the operator can continue 
to move, rotate and position the load as needed.

When the load is set down after rotation, the Auto-Leveler™ 
will move the bail back to center.


