
caldwellinc.com    800.628.4263    815.229.5667148

Vacuum Lifters    Model C Standard

Rated 
Capacity 

(lbs.)

Base Wt. 
@ 5' 
(lbs.)

Power-Pac
Flared 

Diameter 
(in.)

Model Number for Load Beam (choose beam length)

5 ft. 6 ft. 8 ft. 10 ft. 12 ft. 15 ft. 20 ft.

Electric

680 203 UNIVAC-250 7-1/4 CE6S6-5 CE6S6-6 CE6S6-8 CE6S6-10 CE6S6-12 CE6S6-15 CE6S6-20

1240 223 UNIVAC-250 9-5/8 CE12S8-5 CE12S8-6 CE12S8-8 CE12S8-10 CE12S8-12 CE12S8-15 CE12S8-20

1600 280 UNIVAC-250 10-5/8 CE16V8-5 CE16V8-6 CE16V8-8 CE16V8-10 CE16V8-12 CE16V8-15 CE16V8-20

2400 295 UNIVAC-250 12-1/4 CE24V10-5 CE24V10-6 CE24V10-8 CE24V10-10 CE24V10-12 CE24V10-15 CE24V10-20

Shop Air - Venturi

680 225 V-40 7-1/4 CA6S6-5 CA6S6-6 CA6S6-8 CA6S6-10 CA6S6-12 CA6S6-15 CA6S6-20

1240 230 V-40 9-5/8 CA12S8-5 CA12S8-6 CA12S8-8 CA12S8-10 CA12S8-12 CA12S8-15 CA12S8-20

1600 250 V-40 10-5/8 CA16V8-5 CA16V8-6 CA16V8-8 CA16V8-10 CA16V8-12 CA16V8-15 CA16V8-20

2400 265 V-40 12-1/4 CA24V10-5 CA24V10-6 CA24V10-8 CA24V10-10 CA24V10-12 CA24V10-15 CA24V10-20

Other sizes available, consult factory.

Model C
Standard-Duty Load Beam 
with 4 Inline Pads
For lifting long, narrow material. Width 
should not exceed 5 times the pad diameter 
(See specifications below for pad diameter.)

Product Features:

•	 Ball-mounted vacuum pads

•	 Brass fittings

•	 Push-lock hose (designed for 250 psi)

•	 Slide valves allow for manual isolation of 
vacuum pads

•	 Muffler/filter is spin on type for easy 
change out

Replacement Parts 
Available
Good maintenance is the key to 
extending the life of your Caldwell 
vacuum lifter. And replacing wear 
parts, like pad assemblies, keep 
your operation up and running.

To learn more about the parts 
that are in stock and ready for 
immediate delivery, call us today. 
815.229.5667.

And, turn to pages 164-165 
for more info.


