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Special Applications    Construction Lifter

APPLICATIONSModel WBH
Weld-On Bucket Hook
Turn your excavating equipment into a reliable 
lifter with this weld-on hook. Carefully follow 
welding instructions for best results.

Product Features:

•	 Latch prevents accidental unhooking of load

•	 Latch is resistant to dirt, concrete, and ice

•	 Stainless steel latch spring

•	 Hook can be welded on without preheating

Welding Instructions:

•	 Before welding, surface must be thoroughly 
cleaned and prepared

•	 Electrode is AWS/ASTM E7018-1, 
ISO E51 5 B120 20H

•	 The base plate must be welded evenly 
all around (no gaps)

•	 Base plate is mild steel

•	 Welding is to be done by a 
qualified welder

•	 Instructions given by electrode 
manufacturer must be followed

Model 
Number

Rated 
Capacity 

(lbs.)

Dimensions (in.) Weight 
(lbs.)A B C D

BH-U1 2200 4-1/8 1 7/8 3 2

BH-U2 4400 4-7/8 1-1/4 1-1/8 3-3/8 3

BH-U3 6600 5-3/4 1-3/8 1-1/4 4 5

BH-U4 8800 6 1-3/8 1-1/4 4-1/4 5

BH-U6 13200 8-1/8 1-5/8 1-3/4 5 9

BH-U8 17600 8-1/2 2 1-3/4 5-1/2 12

NOTE: Not rated for below the hook lifting.
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Model 
Number

Rated Capacity 
(lbs.)

Weight 
(lbs.)

100-6485 30000 44

 3.8 

 17.4 

 2.3 

2.3 
 3.6 

Model 100-6485
Excavation Hook Clevis
Easy installation. Simply loosen the top bolt and slide 
unit onto factory D ring on your heavy equipment.

Product Features:

•	 Capacity: 30,000 lbs.

•	 Designed to attach 15-ton alloy eye hook to excavator 
bucket D ring

•	 Includes tapered centering hook bushing

•	 Includes D ring wear bushing

•	 Estimated weight: 44 lbs.

•	 Meets ASME B30.20 BTH-1 standards; design category 
“B”, service class “0”

NOTE: All dimensions shown in inches.
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