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Gantry Cranes    Jib & Gantry Cranes

Model KA582
Aluminum Gantry Adjustable 
Height & Fixed Span
The all-aluminum gantry is perfect for applications 
where the crane weight is critical.

Product Features:

•	 Lightweight aluminum

•	 Balanced designed allows for easy rolling, even under load

•	 Conforms to AISC, OSHA and CMAA specifications

•	 Bolt-together construction

•	 Easy set up and maintenance

•	 Four poly-coated swivel casters

•	 Height adjustable down from maximum in 6" increments
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* Total weight of hoist and trolley not to exceed 20% of rated capacity.
Beam sizes subject to change based on availability.
All Model 582 Gantry Cranes are supplied with (4) swivel casters. Wheel locks and swivel locks are optional
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1/2

8'
KA582-1000-8-10 7'-6" to 10'-0" 7'-11" to 10'-5" 7'-3" 5" 4'-6" 125

KA582-1000-8-12 9'-6" to 12'-0" 9'-11" to 12'-5" 7'-3" 5" 5'-0" 140

10'
KA582-1000-10-10 7'-6" to 10'-0" 8'-0" to 10'-6" 9'-3" 6" 4'-6" 145

KA582-1000-10-12 9'-6" to 12'-0" 10'-0" to 12'-6" 9'-3" 6" 5'-0" 160

12'
KA582-1000-12-10 7'-6" to 10'-0" 8'-2" to 10'-8" 11'-3" 8" 4'-6" 175

KA582-1000-12-12 9'-6" to 12'-0" 10'-2" to 12'-8" 11'-3" 8" 5'-0" 190

15'
KA582-1000-15-10 7'-6" to 10'-0" 8'-2" to 10'-8" 14'-3" 8" 4'-6" 205

KA582-1000-15-12 9'-6" to 12'-0" 10'-2" to 12'-8" 14'-3" 8" 5'-0" 220

1

8'
KA582-2000-8-10 7'-6" to 10'-0" 8'-0" to 10'-6" 7'-3" 6" 4'-6" 165

KA582-2000-8-12 9'-6" to 12'-0" 10'-0" to 12'-6" 7'-3" 6" 5'-0" 180

10'
KA582-2000-10-10 7'-6" to 10'-0" 8'-2" to 10'-8" 9'-3" 8" 4'-6" 195

KA582-2000-10-12 9'-6" to 12'-0" 10'-2" to 12'-8" 9'-3" 8" 5'-0" 210

12'
KA582-2000-12-10 7'-6" to 10'-0" 8'-2" to 10'-8" 11'-3" 8" 4'-6" 215

KA582-2000-12-12 9'-6" to 12'-0" 10'-2" to 12'-8" 11'-3" 8" 5'-0" 245

15'
KA582-2000-15-10 7'-6" to 10'-0" 8'-4" to 10'-10" 14'-3" 10" 4'-6" 260

KA582-2000-15-12 9'-6" to 12'-0" 10'-4" to 12'-10" 14'-3" 10" 5'-0" 300

2

8'
KA582-4000-8-10 7'-6" to 10'-0" 8'-2" to 10'-8" 7'-3" 8" 4'-6" 250

KA582-4000-8-12 9'-6" to 12'-0" 10'-2" to 12'-8" 7'-3" 8" 5'-0" 280

10'
KA582-4000-10-10 7'-6" to 10'-0" 8'-4" to 10'-10" 9'-3" 10" 4'-6" 290

KA582-4000-10-12 9'-6" to 12'-0" 10'-4" to 12'-10" 9'-3" 10" 5'-0" 320

12'
KA582-4000-12-10 7'-6" to 10'-0" 8'-6" to 11'-0" 11'-3" 12" 4'-6" 340

KA582-4000-12-12 9'-6" to 12'-0" 10'-6" to 13'-0" 11'-3" 12" 5'-0" 365

15'
KA582-4000-15-10 7'-6" to 10'-0" 8'-6" to 11'-0" 14'-3" 12" 4'-6" 375

KA582-4000-15-12 9'-6" to 12'-0" 10'-6" to 13'-0" 14'-3" 12" 5'-0" 400
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8'
KA582-6000-8-10 7'-6" to 10'-0" 8'-2" to 10'-8" 7'-3" 12" 5'-0" 390

KA582-6000-8-12 9'-6" to 12'-0" 10'-2" to 12'-8" 7'-3" 12" 5'-0" 425

10'
KA582-6000-10-10 7'-6" to 10'-0" 8'-4" to 10'-10" 9'-3" 12" 5'-0" 395

KA582-6000-10-12 9'-6" to 12'-0" 10'-4" to 12'-10" 9'-3" 12" 5'-0" 445

12'
KA582-6000-12-10 7'-6" to 10'-0" 8'-6" to 11'-0" 11'-3" 12" 5'-0" 450

KA582-6000-12-12 9'-6" to 12'-0" 10'-6" to 13'-0" 11'-3" 12" 5'-0" 502

15'
KA582-6000-15-10 7'-6" to 10'-0" 8'-6" to 11'-0" 14'-3" 12" 5'-0" 490

KA582-6000-15-12 9'-6" to 12'-0" 10'-6" to 13'-0" 14'-3" 12" 5'-0" 548


