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Free-Standing Jib Cranes    Jib & Gantry Cranes

Less is More (Foundationless, that is!)
Foundationless Jib Cranes Offer You More
Faster Installation

Place this 360° swinging jib on existing 
reinforced concrete that’s at least 6"D 
— no need to install special footings 
and repour!

Easier Relocation

When processes change, you can react 
quickly. Simply saw off bolts and move 
crane to a new spot — no expensive 
engineering consult required.

Less Downtime

Get production up and 
running quickly, affordably, 
and safely — which means 
less downtime as you reconfigure 
production, welding, and 
material handling flows.

Specifications:

•  �1/2-Ton Standard Duty: 16' max 
span and 16' max hub

• �1-Ton Standard Duty: 10' max span 
and 12' max hub

• �1/2-Ton Heavy Duty: 20' max span 
and 16' max hub

• �1-Ton Heavy Duty: 16' max span 
and 16' max hub

Standard Features:

•	 Workstations and work cells

•	 Assembly lines

•	 Pick-and-place applications

•	 Customizable for outdoor, 
food-grade, and spark-proof 
requirements

ORDER TODAY!
This product is customizable. To get exactly 
what you want, please call us at 800.628.4263.

Foundationless Jib Crane Notes

It is recommended that Foundationless Jib Cranes be mounted on reinforced concrete with a minimum depth of 
6", avoiding any gaps, cracks, or expansion joints within a given area. Size of area to be determined by qualified 
engineer. Anchor bolts must have a 4-1/2" minimum embedment. It is not The Caldwell Group’s responsibility to 
verify the suitability of a floor or structure to which our product is mounted. Prior to mounting, it is required that 
the customer/end user seek advice from a qualified engineer.


