Slings & Tie Downs | Special Application Web Slings

Bridle Slings
Choose Single-, Double-, Triple-, or Quad-Leg Options

Lightweight and easier to handle when compared to wire rope and chain bridle slings —
and particularly useful when fixed lifting points are available. High-quality forged fittings
are selected to match the webbing rated capacities. Webbing Bridle Slings help absorb
shock and do not conduct electricity. Standard slings are available in Single-, Double-,
Triple-, or Quad-Leg designs.

Single-Leg Bridle Sling Double-Leg Bridle Sling Triple-Leg Bridle Sling Quad-Leg Bridle Sling
Single-Leg Bridle Slings Type SOS Triple-Leg Bridle Slings Type TOS
Rated Capacity (lbs.) Sling Fitting . in. Rated Capacity (Ibs.) Sling
Model Number : Fitting Code Model Number
Plies Length 90° (Specify Length) h Plies Length oo 45° 30° (Specify Length)
(ft.) -':] ' - A "l ™ Top  Bottom

1 1 3 1600 1 5 SOS-EE1-801 1 1 4 4100 3300 2400 2 5 TOS-EE1-801

1 2 3 3000 1 6 SOS-EE2-801 1 2 4 7700 6300 | 4500 2 6 TOS-EE2-801

2 1 3 3000 1 6 SOS-EE1-802 2 1 4 7700 6300 | 4500 2 6 TOS-EE1-802

2 2 3 6000 2 7 SOS-EE2-802 2 2 4 15500 | 12700 | 9000 3 7 TOS-EE2-802

Sling . in. Sling
Fitting Code Model Number Width Fitting Code Model Number

Width . . : .
. Plies Length é 3 o (Specify Length) A Plies Length 4 5 o (Specify Length)
(in.) ) CANEAANIEL/ N = (in.) ) CANEANIEL/ N

op Bottom Top  Bottom

1 1 3 2700 | 2200 | 1600 1 5 DOS-EE1-801 1 1 4 | 5500 | 4500 | 3200 3 5 QOS-EE1-801
1 2 3 5100 | 4200 | 3000 2 6 DOS-EE2-801 1 2 4 | 10300 | 8400 | 6000 3 6 QOS-EE2-801
2 1 3 5100 | 4200 | 3000 2 6 DOS-EE1-802 2 1 4 | 10300 | 8400 | 6000 3 6 QOS-EE1-802
2 2 3 | 10300 | 8400 | 6000 3 7 DOS-EE2-802 2 2 4 | 20700 | 16900 | 12000 | 4 7 QOS-EE2-802
Oblong Links Latch Hooks

Link Diitrgg':er * Capacity Alloy Hook Dimensions (in.)
(Geee A(in.) A (tons) Size (tons) 5 2

1 1/2 21/2 5 81 A 5 1172 1 08

2 5/8 3 6 1.63 6 3 1-1/16 1.16

3 3/4 2-3/4 5-1/2 2.10 7 5 1-1/4 153

4 1 3-1/2 7 4.60

5 1-1/4 4-3/8 8-3/4 9.20
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