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Spreader Beams    Below-The-Hook Lifters

Model BEF-PC
Beam End Fittings - Pipe Coupler
Product Features:

•	 Add flexibility to your spreader beam end fitting system

•	 Maximum of two couplers per assembly allowed

•	 Securely joins two pipe lengths to create a longer 
spreader beam

•	 Innovative design reduces sag in the spread system 
once assembled

•	 Includes all connecting pin or bolts

•	 Complies with ASME standards when assembled to 
specifications using designated pipe and rigging

Model 
Number

Use With 
Model A B Used With 

Pipe (in.)*
Weight 
(lbs.)

BEF-PC-2.5 BEF-2 1/2 8.2 6.2 2-1/2 SCH. 40 8

BEF-PC-5 BEF-5 12.9 8.9 5 SCH. 40 43

BEF-PC-5HC BEF-5HC 26.9 10.2 5 SCH. 80 105

BEF-PC-8 BEF-8 23.9 12.9 8 SCH. 40 100

BEF-PC-8HC BEF-8HC 33.9 12.9 8 SCH. 80 160

BEF-PC-12HC BEF-12HC 40.1 17.2 12 SCH. 80 275

*See end fitting assembly instruction for complete pipe specifications.

Model 
BEF-FSB
Beam End Fittings For 
4-Point Spreader Beam
Add these end fittings to your Model 34 
(sold on page 37) to create a 4-point beam 
to meet your specific application.

Product Features:

•	 Build your own spreader beam

•	 Designed to work with hoist rings 
for flexibility

•	 Complies with ASME standards 
when assembled to specification 
using designated pipe and rigging

Model 
Number

Max. Capacity 
(tons)

Weight 
(lbs.)

BEF-2.1/2-FSB-6 6 78

BEF-2.1/2-FSB-9 9 86

Multiple fittings and pipe lengths can be combined to create spreader 
beam kits that provide various spread configuration options.
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