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Below-The-Hook Lifters    Spreader Beams

Beam/Span 
Length 

(ft.)

Base to Sling Angle

Recommended Beam Configuration Number of 
Bolt Kits                        - Min Top                          - Min Top                        - Min Top

Metric Tons Sling Length Metric Tons Sling Length Metric Tons Sling Length
3 50 1' 5" 50 2' 4" 50 3' 8" EF/DL EF/DL - - - - - 1
4 50 2' 1" 50 3' 4" 50 5' 2" EF/DL SS-1 EF/DL - - - - 2
5 50 2' 10" 50 4' 4" 50 6' 7" EF/DL SS-2 EF/DL - - - - 2
6 50 3' 7" 50 5' 4" 50 8' 1" EF/DL SS-3 EF/DL - - - - 2
7 50 4' 4" 50 6' 4" 50 9' 6" EF/DL SS-3 SS-1 EF/DL - - - 3
8 50 5' 0" 50 7' 4" 50 11' 0" EF/DL SS-3 SS-2 EF/DL - - - 3
9 50 5' 8" 50 8' 4" 50 12' 6" EF/DL SS-6 EF/DL - - - - 2

10 50 6' 5" 50 9' 4" 50 13' 11" EF/DL SS-6 SS-1 EF/DL - - - 3
11 50 7' 1" 50 10' 4" 50 15' 5" EF/DL SS-6 SS-2 EF/DL - - - 3
12 50 7' 10" 50 11' 4" 50 16' 11" EF/DL SS-6 SS-3 EF/DL - - - 3
13 50 8' 6" 50 12' 4" 50 18' 4" EF/DL SS-3 SS-6 SS-1 EF/DL - - 4
14 50 9' 2" 50 13' 4" 50 19' 10" EF/DL SS-3 SS-6 SS-2 EF/DL - - 4
15 50 9' 11" 50 14' 4" 50 21' 2" EF/DL SS-12 EF/DL - - - - 2
16 48 10' 7" 50 15' 4" 50 22' 8" EF/DL SS-12 SS-1 EF/DL - - - 3
17 44 11' 4" 50 16' 4" 50 24' 2" EF/DL SS-12 SS-2 EF/DL - - - 3
18 41 12' 0" 50 17' 4" 50 25' 7" EF/DL SS-12 SS-3 EF/DL - - - 3
19 37 12' 8" 50 18' 4" 50 27' 1" EF/DL SS-3 SS-12 SS-1 EF/DL - - 4
20 33 13' 6" 50 19' 4" 50 28' 6" EF/DL SS-3 SS-12 SS-2 EF/DL - - 4
21 30 14' 2" 50 20' 4" 50 30' 0" EF/DL SS-6 SS-12 EF/DL - - - 3
22 27 14' 11" 47 21' 4" 50 31' 6" EF/DL SS-6 SS-12 SS-1 EF/DL - - 4
23 24 15' 7" 42 22' 4" 50 32' 11" EF/DL SS-6 SS-12 SS-2 EF/DL - - 4
24 22 16' 4" 38 23' 4" 50 34' 5" EF/DL SS-6 SS-12 SS-3 EF/DL - - 4
25 19 17' 0" 34 24' 4" 50 35' 11" EF/DL SS-3 SS-6 SS-12 SS-1 EF/DL - 5
26 17 17' 8" 30 25' 4" 49 37' 4" EF/DL SS-3 SS-6 SS-12 SS-2 EF/DL - 5
27 16 18' 5" 28 26' 4" 45 38' 10" EF/DL SS-12 SS-12 EF/DL - - - 3
28 14 19' 1" 25 27' 4" 41 40' 2" EF/DL SS-12 SS-12 SS-1 EF/DL - - 4
29 13 19' 10" 23 28' 4" 37 41' 8" EF/DL SS-12 SS-12 SS-2 EF/DL - - 4
30 12 20' 6" 21 29' 4" 34 43' 2" EF/DL SS-12 SS-12 SS-3 EF/DL - - 4
31 11 21' 2" 19 30' 4" 31 44' 7" EF/DL SS-3 SS-12 SS-12 SS-1 EF/DL - 5
32 10 21' 11" 17 31' 4" 28 46' 1" EF/DL SS-3 SS-12 SS-12 SS-2 EF/DL - 5
33 9.3 22' 7" 16 32' 4" 26 47' 7" EF/DL SS-6 SS-12 SS-12 EF/DL - - 4
34 8.4 23' 5" 14 33' 4" 24 49' 0" EF/DL SS-6 SS-12 SS-12 SS-1 EF/DL - 5
35 7.7 24' 1" 13 34' 4" 21 50' 6" EF/DL SS-6 SS-12 SS-12 SS-2 EF/DL - 5
36 7 24' 10" 12 35' 4" 20 51' 11" EF/DL SS-6 SS-12 SS-12 SS-3 EF/DL - 5
37 6.3 25' 6" 11 36' 4" 18 53' 5" EF/DL SS-6 SS-12 SS-12 SS-3 SS-1 EF/DL 6
38 5.7 26' 2" 10 37' 4" 16 54' 11" EF/DL SS-6 SS-12 SS-12 SS-3 SS-2 EF/DL 6
39 5.3 26' 11" 9.6 38' 4" 15 56' 4" EF/DL SS-12 SS-12 SS-6 SS-6 EF/DL - 5
40 5 27' 7" 9 39' 4" 14 57' 10" EF/DL SS-12 SS-12 SS-12 SS-1 EF/DL - 5
41 4.5 28' 4" 8.3 40' 4" 13 59' 2" EF/DL SS-12 SS-12 SS-12 SS-2 EF/DL - 5

Capacity Vs. Span:

45° BSA 60° BSA 70° BSA45° BSA 60° BSA 70° BSA45° BSA 60° BSA 70° BSA

Model DM50
2-Point 50-Metric Ton 
Spreader Beam System
The Dura-Mod® 2-Point/50 Metric 
Ton Spreader Beam can be configured 
in spreads of 3' to 41'L.

Product Features:

•	 Handles loads up to 50 metric tons

•	 Use Capacity Vs. Span chart below 
with Span Length and Base-to-Sling 
Angle to determine load capacity 
and component configuration

Dura-Mod® DM50 Notes

Bolts, Nuts and Washers can be reused as long as 
Anti-Seize Thread coating is used.
Slings and shackles are not provided as part of this 
assembly. Synthetic textile, chain and wire rope 
slings may be used. Consult your sling supplier as 
part of your lifting plan.

Item Description Item Weight No. Components Per Set

DM50-EF End Fitting 100 lbs. 2
DM50-DL Drop Link 35 lbs. 2

DM50-SS-12 12' Spreader Section 500 lbs. 3
DM50-SS-6 6' Spreader Section 275 lbs. 1
DM50-SS-3 3' Spreader Section 165 lbs. 1
DM50-SS-2 2' Spreader Section 125 lbs. 1
DM50-SS-1 1' Spreader Section 85 lbs. 1

Bolt Kit
Six (6) - M20 X 2.5 X 65MM Class 8.8 Bolts 

Six (6) - M20 X 2.5MM Class 8 Nuts 
Twelve (12) - M20 Class 10.9 Washers

4.2 lbs. 
Each Kit 16 Kits

By Others 35 Ton Bolt-Type Shackle 53 lbs. 2
By Others 25 Ton Bolt-Type Shackle 34 lbs. 2

System Items & Weights:

Bolt-together configurability 
lets you customize your beam.


