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CLAMP OPERATION DO'S & DON'TS
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DO read and understand
the Operator's Manual
before using clamp.

DON'T use a connection

that may release the clamp.
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DO use enough clamps to
balance load; DON'T lift

loads that are not balanced.
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DON'T rush—and DON'T
lift more than one plate at

a time with a vertical clamp.
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DO consult the Operators
Manual or Renfroe when
in doubt.
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DON'T attach clamp directly
to crane hook nor use a
heavy flexible connection.
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DO always refer to pre-lift
inspection in Operator's
Manual.
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DON'T lift plate horizontally
with a vertical lift only
clamp.

DO attend a Renfroe
factory training class to
establish proper clamp use.
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DO use a flexible connection
between crane hook and
clamp shackle.
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DO inspect clamp before
each lift and follow
inspection & maintenance
instructions.
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DON'T alter the clamp;
DON'T grind, weld or
modify the clamp in
any manner.
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DON'T lift over workers,
safety areas, or personnel.
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DO use correct clamp for
job; DON'T use large
capacity clamps to lift
light loads.
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DON'T side load with a
straight shackle clamp.
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DO secure load before
attaching clamp.
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DO lock clamp closed with
lock; and DON'T lift with
lock in open position.
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DO use clamps within their
rated capacity; DON'T
overload clamps.
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DON'T misuse (i.e. DON'T
lift plate from bottom of
plate stack).

DO use only Renfroe
replacement parts to
assure proper operation of
the clamp.
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